EOS-IT Czech, s.r.o. (shop.eos-it.cz)
shop@eos-it.cz
+420 774 765 565

UBIQUITI UISP LTU PRO

Cena celkem:

Bézna cena:

USetfite:
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3 977 K¢

(bez DPH: 3 287 K¢)
4 375 K¢

398 K¢

NAAUBT1116

LTU-Pro

26 més.

Nové zbozi

Popis

Ubiquiti UISP LTU Pro

LTU Pro je vysoce vykonna 5 GHz venkovni jednotka urCena pro PtP/PtMP spoje (Point-toPoint/Point-to-multipoint) jako

klientska jednotka k Rocket LTU. Dosah 25+ km a zisk antény je 24 dBi.

Proprietarni LTU technologie neni omezena standardy Wi-Fi 802.11. Jedné se o vlastni chipset Ubiquiti, diky kterému

dosahuje jednotka LTU Pro propustnosti 900+ Mbps a podporuje modulaci 4096 QAM.

Funkce:

e PtMP CPE
e Modulace 4096 QAM
o Sirtka kanalu 10/20/30/40/50/100 MHz



Centralni sprava konfigurace ze strany AP
Frekvencni rozdéleni RX a TX (pro non-DFS kanaly)
Automatické nastaveni vykonu

Podpora rezimu bridge a router
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LTU Pro mlze pouzivat rlizné frekvence pro TX a RX, diky tomu se Ize vyhnout okolnimu rusent.

Soucasti baleni je 24 V (0,5 A) Gbit napajeci PoE injektor.
ZAKLADNI SPECIFIKACE

Frekvence: 5 GHz
Propustnost: 900+ Mbps
Primér antény: 316,5 mm
Zisk: 24 dBi

Dosah: 25 km

Dilezité upozornéni:

Systém je neustale vylepsovan, proto doporucujeme vzdy pouzivat aktudini verzi, kterou stahujte na strankach Ubiquiti v
sekci Downloads. Zéroven je nutné zafizeni provozovat v souladu s Vseobecnym Opravnénim pro pasmo 5 GHz, vyuzivat


https://www.ui.com/download/ltu

funkci DFS a vyvarovat se pouziti frekvenci, které pouzivaji meteorologické radary tj. 5630 a 5645 MHz.

5 GHz LTU PtMP station, PtP* I --------- 1743 mm --------- I

900+ Mbps Pole mount

—_—

throughput

25+ km link
range

Integrated U @316.5 mm ¢ L 9

radome

Integrated GPS
& Bluetooth

Dedicated spectral

analysis radio GbE, PoE in Reset

— L RJ45 port** button

*Supports PtP mode from 1.5.1 and later 1.5.x series. Compatible with LTU devices.
**24V DC, 0.5A GbE PoE adapter included.



