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HIKVISION HIWATCH DS-1280Z)-S

2

Cena celkem:

BéZné cena:
USetfite:
Kéd zbozi:
Part No.:
Zaruka:
Stav:

30.10.25 16:31:38

809 K¢

(bez DPH: 669 K¢)
890 K¢

81 K¢

KIPHIK1070
302700579

36 més.

Nové zbozi

Popis

HiWatch DS-1280Z)-S

Montazni konzole (instalacni krabice) pro dome i bullet kamery HIKVISION. Krabice je vhodna pro vnitini i venkovni pouziti.

ZAKLADNI SPECIFIKACE

Material: hlinikova slitina

Nosnost: 4,5 kg

Rozméry: 164,8 x 137 x 53,4 mm

Hmotnost: 515 g
Barva: bila
Kompatibilita:

série T2xx

série B6xx

série DS-2CD22xx
série DS-2CD26xx
série DS-2CD2Txx
DS-2CE16D1T-VFIR3
DS-2CE16D1T-AVFIR3
DS-2CE16C2T-VFIR3
DS-2CE16D5T-IT3
DS-2CE16C2T-IT3
DS-2CE16C5T-IT3
DS-2CE16D5T-IT5
DS-2CE16C2T-IT5
DS-2CE16D5T-AVFIT3
DS-2CE56D5T-IT3
DS-2CE56C2T-IT3



DS-2CE56C5T-IT3
DS-2CE56D1T-IT3
DS-2CE16D1T-IT3
DS-2CD1621G0-I
DS-2CD1631G0-I
DS-2CD1623G0-I
DS-2CD1643GO0-|
DS-2CD1623G1-I(
DS-2CD1653G0-I(Z
DS-2CD2622FWD-I(Z)(S)
DS-2CD2642FWD-I(Z)(S)
DS-2CD2621G0-1(Z)(S)
DS-2CD2T42WD-13/15/18
DS-2CD2T22WD-13/15/18
DS-2CD2T85FWD- 15/18
DS-2CD2T55FWD- 15/18
DS-2CD2T45FWD- 15/18
DS-2CD2T35FWD- 15/18
DS-2CD2T25FWD- 15/18
DS-2CD2T25FHWD- 15/18
DS-2CD2T83G0-15/18
DS-2CD2T63G0-15/18
DS-2CD2T43G0-15/18
DS-2CD2T723G0-15/18
DS-2CD2T85G1-15/18
DS-2CD2T65G1-15/18
DS-2CD2T85FWD-15/18(B) (EU Model)
DS-2CD2T65FWD-I5/18 (EU Model)
DS-2CD2T26G1-21/4l
DS-2CD2T46G1-21/4l
DS-2CD2685G1-1Z(S
DS-2CD2665G1-1Z
DS-2CD2645G1-1Z
DS-2CD2625G1-1Z
DS-2CD2646G1-1Z
DS-2CD2626G1-1Z
DS-2CD2683G1-1Z
DS-2CD2663G1-1Z
DS-2CD2643G1-1Z
DS-2CD2623G1-1Z(S)
DS-2CD2T46G1-41/SL
DS-2CD2T26G1-41/SL
DS-2CD2T47G1-L
DS-2CD2T27G1-L
DS-2CD2T85FWD- 18
DS-2CD2T55FWD- 18
DS-2CD2T35FWD- 18
DS-2CD2T65G1-15
DS-2CD2T85G1-I5
DS-2CD2042WD-I
DS-2CD2022WD-I
DS-2CD2321G0-1/NF
DS-2CD1H21WD-IZ
DS-2CD1H31WD-I1Z
DS-2CD1H41WD-I1Z
DS-2CD1H21GO0-1Z
DS-2CD1H31G0-1Z
DS-2CD1H23G0-1Z
DS-2CD1H43G0-1Z
DS-2CD1H53G0-1Z
DS-2CD2347G3E-L
DS-2CD2327G3E-L
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DS-2CE16H8T-ITF
DS-2CE16U7T-ITF
DS-2CE16H8T-IT1/3/5F
DS-2CE16U1T-IT1/3/5F
DS-2CE16U7T-IT3/5F
DS-2CE16D3T-IT(P)F
DS-2CE16U1T-IT(P)F
DS-2CE16UOT-IT(P)F
DS-2CE16D8T-IT(P)(F)/(E)
DS-2CE16H5T-IT(P)(E)
DS-2CE16HOT-IT(P)F
DS-2CD2642FWD-1(Z)(S)
DS-2CE17UST-IT
DS-2CE16HOT-(A
DS-2CE19H8T-(A
DS-2CE19U1T-(A)IT3ZF
DS-2CE19U7T-(A)IT3ZF
DS-2CE19D3T-(A)IT3ZF
DS-2CD2T25FHWD- 15/18
DS-2CE16C2T-VFIR3
DS-2CE16DOT-VFIR3F/E
DS-2CE19U8T-(A)IT3Z
DS-2CD1321-I(D)
DS-2CD1331-I(D)

DS-2CD1331-l

DS-2CD1341-|

DS-2CD1313G0-I
DS-2CD1323G0-|
DS-2CD1343G0-|
DS-2CD1353G0-I
DS-2CE56COT-ITL(F)/IT3(F)
DS-2CE56DO0T-ITL(F)(E)/IT3(F)(E)
DS-2CE56H1T-ITL(E)/IT3(E)
DS-2CC52D9T-IT3E
DS-2CE56D8T-IT1(F)(E)/IT3(F)(E)
DS-2CE56H5T-IT1(E)/IT3(E)
DS-2CE56HOT-IT1/3(F)/(E)
DS-2CE56C5T-IT3
DS-2CE78D3T-IT3F
DS-2CE78H8T-IT1/3F
DS-2CE78U1T-IT1/3F
DS-2CE78U7T-IT1/3F
DS-2CE78UOT-IT3F
DS-2CD1301(D)-I(C)
DS-2CD1321(D)-1©
DS-2CE56C2T-IT1/IT3
DS-2CE56C5T-IT1/IT3
DS-2CE16C8T-IW3Z
DS-2CC12D9T-AIT3ZE
DS-2CE16D8T-(A)IT3Z(F)
DS-2CE16D8T-IT3ZE
DS-2CD5A26G0-1ZHSY
DS-2CD5A46G0-IZHSY

IT3ZF
IT3ZF



